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Note:
On bridges with less than !, 7% grade
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Note:
Wy el All Tongitudinal steel in parapet
2 - to be #5's spaced as shown.
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2- *5|each opening.

or the equivalent in a vertical curve,
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areas between scuppers shall be
slopped in gutter area to ensure runoff <
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Liner

will reach scupper.
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and/or adjusted to clear opening

Note:
Stringers and railing
not shown.

Other Related Standards
BR-SS(6.02)-75-21
REBAR-PL(9.02)-91-220
REBAR-PL(9.03)-91-236
REBAR-PL(9.02)-91-22I
REBAR-BD(9.03)-91-237

Notes:

l.Fiberglass lining shall extend 3" beyond sides
and ftop of opening on exterior face of parapet
and 3" min. below bottom of slab on exterior
face of parapet.Slab bolsters shall have
upturned feet embedded in the fiberglass.

Normal slab reinforcement bent \

SECTION A-A
Scale: %' = I-0"

Drip Groove / S

(continuous).

min.

Continuous I'5" slab
bolster embedded in
liner (Typical).

Whenever exterior stringers are
greater than 3'-0" deep, scuppers
are to be modified and fabricated
with this lip.

2.0mit openings in panels 10" each side of piers

APPROVAL

and abutments and in those sections which

Normal parapet and sidewalk reinforcing shall

p 2.5 Fradren DIREGTOR
carry light posts support brackets. OFFICE OF STRUCTURES

be provided in dl sections without openings. o /8
3.Fiberglass shall conform to 92Lll. SH:EV'SIONSHWA

The surface of the fiberglass designed to

bond inhibiting agents.

bond with other materials shall be free of 81794
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